SANRC Clients\Eim Street Development\Milkshake Lane - Primrose Hill, Annapolis, MDAMaps\DaveyA\DWGS\DRG_Milkshake_TP_2014.04.16_fcp.dwg, 1U-103, 4/17/2014 10:58:38 AM, HulseC, DWG To PDEpc3, ARCH full bleed [ (24.00 x 36.00 Inches), 1:1, Davey Resource Group
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BAY ENGINEERING

§| GBS 0N PLANS PROVEED BY }

PER CITY COMMENT AND REVISED CWL
PER CITY COMMENT AND REVISED (ML
PER CITY COMMENT AND REVISED CML

INSTALL FILTER LOG DIRECTLY ON GRADE
IN FRONT OF TREE PROTECTION FENCE.
DO NOT TRENCH. SEE DETAIL BELOW.

NOTES:

1. TREE PRCTECTION AREA WiLL BE DETZRMINED AS PART OF THE PLAN REVIEW PROCESS. EXACT
LOCATION, DEPTH AND METHODS CF ROCT PRUNING 7O BE DETERMINED IN THE FIELD By PROJECT

NOTES:

1. TREE PROTECTION FENCE SHALL BE INSTALLED PRIOR TO ANY SITE WORK, CLEARING OR

DEMOLITION,

2. SUPER SILT FENCE MAY BE USED iN LIEU OF WELDED WIRE FOR TREE PROTECTION
PROVIDED 17 IS INSTALLED AND MAINTAINED AS A TREE PROTECTION MEASURE AND IS
POSTED WITH TREE PROTECTION SIGNS.

3. TREE PROTECTION FENCE SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION. REMOVE
FENCE ONLY WITH APPROVAL AND AFTER ALL SITE WORK HAS BEEN COMPLETED.

/ 1\ CHAIN LINK TREE PROTECTION FENCE (TYPICAL)

AN—10 SCALE: NTS

ARBORIST,

2. EXACT LOCATION OF TREE PROTECTION AREAS SHALL BE STAKED OR FLAGGED PRIOR TO TRENCHING.

TRENCH SHOULD BE BACKFILLED IMMEDIATELY OR INCORPORATED WITH SILT FENCE INSTALLATION.

4. ROOTS SHOULD BE SEVERED BY TRENCHER, VIBRATORY PLOW CR APPROVED EQUIVALENT. ROOTS OVER
1.5" DIAMETER SHOULD BE CLEANLY CUT BY HAND. ROOT PRUNING ADJACENT TO SPECIMEN TREES MAY
REQUIRE SCIL REMOVAL BY SUPERSONIC AR TOCL TO MINIMIZE TREE AND ROOT IMPACTS.

Gn

72\ ROOT PRUNING (TYPICAL)

w SCALE: NTS

DETAIL E-6

FILTER LOG

STANDARD SYMBOL
FL~18

DESIGNATION FL—18 REFERS 1O
18 INCH DIAMETER FILTER LOG.

STANDARD SYMBOL
FL~-18

DETAIL E-6  FILTER LOG

TION FL-18 REFERS T
?Besith?gl? DIAMETER FILTER LOG‘.)

FILTER LOG
AREA

PROTECTED

21N x 2N

TO BE

. FILTER LOG

2INx2IN
STAKES

/
TRENCH INTO SN
GROUND 4 IN MIN. o
R
WOOD MULCH OR COMPOST
TO % HEIGHT OF LOG . \
UNTRENCHED INSTALLATI OR NTRENCHED INSTALLATION" \

# *THIS APPUICATION MAY NOT BE USED\
WITH LOGS SMALLER THAN 12 IN,

ARJA TO BE
PFOTECTED

F gy Ve T
2 S

CONSTRUCTION SPECIFICATION

1. PRIOR TC INSTALLATION, CLEAR ALL OBSTRUCTIONS INCLUDING ROCKS, CLODS, AND DEBRIS GREATER
THAN ONE INCH THAT MAY INTERFERE WITH PROPER FUNCTION OF FILTER LOG.

2. FILL LOG NETTING UNIFORMLY WITH COMPOST (IN ACCORDANCE WITH SECTION H-1 MATERIALS), OR
OTHER APPROVED BIODEGRADABLE MATERJAL TO DESIRED LENGTH SUCH THAT LOGS DO NOT DEFORM,

3. INSTALL FILTER LOGS PERPENDICULAR TO THE FLOW DIRECTION AND PARALLEL TO THE SLOPE WITH
THE BEGINNING AND END OF THE INSTALLATION POINTING SLIGHTLY UP THE SLOPE CREATING A 7J
SHAPE AT EACH END TO PREVENT BYPASS.

4, FOR UNTRENCHED INSTALLATION BLOW OR HAND PLACE MULCH OR COMPOST ON UPHILL SIDE OF THE
SLOPE ALONG LOG.

5. STAKE FILTER LOG EVERY 4 FEET OR CLOSER ALONG ENTIRE LENGTH OF LOG OR TRENCH LOG INTO
GROUND A MINIMUM OF 4 INCHES AND STAKE LOG EVERY 8 FEET QR CLOSER.

6. USE STAKES WITH A MINIMUM NOMINAL CROSS SECTION OF 2X2 INCH AND OF SUFFICIENT LENGTH TO
ATTAIN A MINIMUM OF 12 INCHES INTO THE GROUND AND 3 INCHES PROTRUDING ABOVE LOG.

7. WHEN MORE THAN ONE LOG IS NEEDED, OVERLAP ENDS 12 INCHES MINIMUM AND STAKE,

8. REMOVE SEDIMENT WHEN IT HAS ACCUMULATED TO A DEPTH OF % THE EXPOSED HEIGHT OF LOG AND
REPLACE MULCH. REPLACE FILTER LOG IF TORN. REINSTALL FILTER LOG IF UNDERMINING OR
DISLODGING OCCURS. REPLACE CLOGGED FILTER LOGS. FOR PERMANENT APPLICATIONS, ESTABLISH AND
CONTINUQUSLY MEET REQUIREMENTS FOR ADEQUATE VEGETATIVE ESTABUISHMENT (N ACCORDANCE WITH
SECTION B~4 VEGETATIVE STABILIZATION.

FILTER LOGS SHALL BE INSTALLED iN FRONT OF ALL TREE PROTECTION FENCE.
FILTER LOGS SHALL NOT BE TRENCHED.
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MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL

1J.S. DEPARTMENT OF AGRICULTURE 2011 MARYLAND DEPARTMENT OF ENVIRONMENT
NATURAL RESOURCES CONSERVATICN SERVICE WATER MANAGEMENT ADMINISTRATION

E15

20F 2
MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL
.5, DEPARTMENT OF AGRICULTURE 2011 MARYLAND DEPARTMENT OF ENVIRONMENT
NATURAL RESOURCES CONSERVATION SERVICE WATER MANAGEMENT ADMINISTRATION
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Land Development Solutions
2138 Priest Bridge Ct, Suite 4, Crofton, MD 21114

Dffice 410.774.0024 ¢ Fax 310.858.0184
National 877.818.7337

RESOURCE GROUP
A Division of The Davey Tree Expert Company

PRELIMINARY
FOREST CONSERVATION PLAN
PRIMROSE HILL
3 MILKSHAKE LANE
CITY OF ANNAPOLIS, MARYLAND
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THS PLAN 1S FOR TREE PRESERVATION PURPOSES ONLY AND NOT FOR CONSTRUCTION. THE PROFESSIONAL'S SEAL IS MNVALID O ANY PLOT THAT DOES NOT INCLUDE AN ORIGINAL INK SIGMATURE.



